Central filter

CF 290

Filtration of material conveying systems

Robust stainless
steel design.

Filter cleaning
by vacuum.

Few moveable parts,
long lifetime.
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Central filter
CF 290

Filtration of material conveying systems

Designed for filtering the air conveying plastic and material and other particles from entering the vacuum
rubber granulates. source.
To be used in a central vacuum system and can be The dual filter cartridges are being cleaned by vacuum,
connected to most common control systems. therefore no dust is being pushed out from the central
The main purpose of the central filter is to prevent filter.
Technical data

Central Filter ................. Art. Nr. 21.1000003

Pipe connections .................... @ 40/50 mm

Housing.................... Material: Stainless steel.

Filter 25 Mahle, Polyesterfilter.

Outer dimensions max

Height ..o 760 mm

Width ..o, 396 mm

Diameter........oooeviiiiiiiiiieieeeeeeeeeeeee 290 mm

Noise level...........ccccccovvevin.... <70 dB (A) ﬁ
Control voltage.................c.cocoooin. 24V

Electrical connection............. 6-pol. Harting

Required air pressure .................... 4-6 bar

Weight .o 10,5 kg \ — 4

Release 05/2004. Reservations for changes.

— Wall mounting bracket — Filter net
— Dust collection bag, plastic — Flange connector
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